Penny Lane POS Debit/Credit Information

Moneris  ( Royal Bank, Bank Of Montreal ) :

Communications Protocol : Datapac 3201

Hardware Required : WANN CD3201 Driver/Modem ( serial device, 1 per site )

Software Required : Merchant Connect 

Pinpad : Ingenico Pinsmart Model PS23 ( serial device, 1 per POS terminal )

Global Payments ( CIBC, National Bank ) :

Communications Protocol : Datapac 3201 

Hardware Required : WANN CD3201 Driver/Modem ( serial device, 1 per site )

Software Required : Merchant Connect 

Pinpad : Keycorp K23 ( serial device, 1 per POS terminal )

Communications Protocol : Dialup

Hardware Required : Hayes compatible modem ( serial device, 1 per POS terminal )

Software Required : Merchant Connect 

Pinpad : Keycorp K23 ( serial device, 1 per POS terminal )

Communications Protocol : TCP/IP

Hardware Required : Razor box ( serial device, 1 per site )

Software Required : Merchant Connect 

Pinpad : Keycorp K23 ( serial device, 1 per POS terminal )

Payment Tech ( Scotiabank ) :

Communications Protocol : Datapac 3201 / Dialup

Hardware Required : Q1000 Modem ( 1 per site ) plus related cabling

Software Required : Merchant Connect 

Pinpad : POSPad ( serial device, 1 per POS terminal )

Store Setup ( Tender Authorization ) :

Line Type / Protocol : DIAL ( Private )  

Phone# : <leave blank>

Host Address : <leave blank>

Auth Dir : <leave blank>

Terminal Setup ( Credit/Debit page ) :

Perform Auth Tasks : Bank Of Nova Scotia, POSPad

Terminal ID : 1

Modem Port : COM1 ( specify port that POSPad is connected to )

Baud Rate : 9600

Parity : EVEN

Data Bits : 7

Stop Bits : 1

Pinpad Port : NONE

First Data ( TD Bank ) :

Communications Protocol : TCP/IP

Hardware Required : none

Software Required : Merchant Connect 

Pinpad : Ingenico I3500 RS232 pinpad ( serial device, 1 per POS terminal )

Store Setup ( Tender Authorization ) :

Line Type / Protocol : TCP/IP

Phone# : <IP Address supplied by TD>

Host Address : <Port Address supplied by TD>

Auth Dir : <leave blank>

Terminal Setup ( Credit/Debit page ) :

Perform Auth Tasks : TD, IVI PINSmart

Terminal ID : <supplied by TD>

Modem Port : NONE

PinpadPort : COM1 ( specify port that pinpad is connected to )

Baud Rate : 9600

Parity : EVEN

Data Bits : 7

Stop Bits : 1

